
Solutions for  
Wet rooms
(NFL)

building

materials for 

professionals
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Product index

Greater Value for Architects and Craftsmen Page: 2 - 3 

Botament offers high-quality product ranges for designing, 

renovating and modernising wet spaces. 

All of the solutions can be quickly, reliably and safely installed, and

they are watertight.

Botament BP Building Boards  Page: 6 - 19 

The first choice for wet spaces. The boards are ideal for many different substrates, such as plas-

tered or painted surfaces, tile or stud frames. They are available in many different sizes and thick-

nesses, so the design possibilities are virtually endless.

Botament Shower Tray  Page: 20 - 29 

The reliable, inexpensive and flexible way to build high-performance shower areas or shower 

systems. Watertight, quick and easy to install - ideal for renovations.

Botament product overview  Page: 30 - 37 

The wide range of accessories for builders, contractors 

and planners are the basis for highly successful wet space projects.

Technical Drawings Page: 38 - 52 

 



One-stop shopping for  
complete wet space projects

The greatest benefit of the Botament wet space system is the availability of complete systems.

Our accessories, perfectly attuned to your needs, demonstrate our expertise in regard to 

sealing and bathroom design. Builders, contractors and planners will find 

reliable wet space solutions here.

Botament Building Board 

Proven watertight without 
additional sealant

ETAG 022
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Greater added value for 
architects and craftsmen

Botament offers specialists and professional tradespeople comprehensive assistance in designing, renovating and 

refurbishing wet spaces and wetrooms. Botament’s innovative, highly creative and efficient product solutions are

perfect for both new build and repair projects.

Creative Inspiration + Top Quality + Innovative Product Range

Key Benefits for Architects

 � Expert advice to assist with selecting the products right 

 from the start of the project.

 � Product expertise guarantees the best system solution.

 � Experts ensure highest planning and  

 performance security.

 � Technical consultancy that takes your specific  

 project requirements into consideration.

 � Comprehensive solutions for high  

 performance wetrooms.

 � Innovative and creative design options.  
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Delivering the best solutions to help you 
complete your project on time! 

Our team gives you expert advice from product selection and system specification through to installation and all the 

way to completion. Botament offers you lots of creative design ideas that are fast and safe, easy to install and totally 

waterproof to boot!

Quick & Easy Installation + 100% Waterproof + Delivery to Site

Key Benefits for the Craftsman

 � Innovative solutions that save time and money.

 � Versatile range of waterproof system solutions.

 � Expert advice on all aspects.

 � Solutions for both new builds and refurbishments.

 � Suitable for numerous substrates, such as plaster,  

 tiles, timbers, paints, and many more.

 � Quick and simple installation - i.e. shorter  

 building periods!

Botament Project Service 

We offer solutions tailored to the specific needs of your 

project. Our shower trays are available in sizes from 

700 mm to 3000 mm. 

We can also help to design tasteful elements such as 

benches, wellness loungers and shower walls.



6 

B
P

 B
u

il
d

in
g

 B
o

a
rd

S
h

ow
er

 T
ra

y
 w

ith
 W

at
er

 L
D

S
h

ow
er

 T
ra

y
 

P
ro

d
u

ct
 in

d
ex

T
ec

h
n

ic
al

 d
ra

w
in

g
s

S
h

ow
er

 T
ra

y
  w

ith
 T

E
 P

lu
s

B
P

 B
u

il
d

in
g

 B
o

a
rd

S
h

ow
er

 T
ra

y
 w

ith
 W

at
er

 L
D

S
h

ow
er

 T
ra

y
 

P
ro

d
u

ct
 o

ve
rv

ie
w

T
ec

h
n

ic
al

 d
ra

w
in

g
s

S
h

ow
er

 T
ra

y
  w

ith
 T

E
 P

lu
s

EXTREMELY STRONG BUILDING BOARDS

Botament BP Building Boards

Botament BP Building Boards 
Extremely strong building boards with superior coating technology, hence 100% waterproof!

double-sided

cement-based coating
fibreglass mesh XPS Foam

Ideal for wall, floor and bathtub claddings

Versatile cladding possibilities Suitable for cladding shelves and pipes

Pliable and flexible, so can be moulded to fit

around a variety of shapes

Ideal substrate for tiles

Dimensionally stable

Light in weight,

easy to handle

Quick and simple

installation

Highly  

mouldresistant

Up to 50 % faster

installation time*

High stability

100% waterproof

Heat insulation

Key Benefits:

 *Compared to conventionally 

  built walls 

technisch 
überlegene 

Beschichtung
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EXTREMELY STRONG BUILDING BOARDS

Botament BP Building Boards

From the simplest building board to special tile adhesives – Botament® offers the right product for every ap-

plication, opening up a wealth of possibilities for you to create the bathroom of your dreams. All of the compo-

nents are attuned to one another to achieve a perfectly sealed final result – ETAG-certified and safe for a very 

long time.

High-quality, versatile and safe 
Botament BP Building Board

ETAG means safety
Why European technical certification is so important for you:

Botament is currently the only supplier to manufacture ETAG-certified construction chemicals 

and watertight building boards. Because it does not have to purchase components, Botament 

always has control of the quality, functionality and safety. 

This means: full warranty claims for both the contractor and the processor. 

ETAG 022
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Botament MS6 

Building Board Adhesive and Sealant 

 � Excellent adhesion 

 � Flexible bonding   

 � High chemical resistance 

 � Extremely high bonding strength

 � Neutral cross-linking

 � Can be painted

Botament BP 

Building Board

 � Quick processing

 � Simple, variable cutting

 � Stable and water-repellent

 � Flexible installation and use options

 � Heat-insulating

 � No priming needed before tiling

Botament MS6 in conjunction 

with Botament BP Building Boards 

certified as sealant system 

according to ETAG 022-3.

Certified Sealant System 
According to ETAG 022-3
Botament MS6 in conjunction with Botament BP Building Board

CERTIFIED SEALANT SYSTEM 

Botament BP Building Boards with MS 6

ETAG 022

ETAG 022 ETAG 022
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Apply tile adhesive M 21 Classic.

Smooth excess with a trowel.

Fit SB78 into the corners between the Botament Shower Tray and 

the BP Building Board.

Adhere edges of BP Building Boards to MS 6.  

(note: avoid cross joints)

Secure the fabric tape GS12.

Put the sealing tape SB78 in the fresh layer of MD1.

Fit SB78 into the corners between the Botament Shower Tray and 

the BP Building Board.

Join the BP Building Boards.

Second coat of M21 Classic.

Smooth the edges.

Put in SB78 for the inside corner.

1

4

10

2

5

8

11

3

6

9

12

Apply MD1

7

Practical Applications 

Simple Way to Seal Wet Spaces with 
Botament MS 6 and BP Building Board 

CERTIFIED SEALANT SYSTEM 

Practical Applications
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BOTAMENT BP BUILDING BOARDS

Application Possibilities

Surface Levelling

AFTER

 � In dry areas joints should be reinforced with  

 joint reinforcement tape GS12 and filled with  

 M21 Classic. 

 � On even substrates building boards can be  

 laid by bonding across the whole area. 

 � On uneven substrates building boards that  

 are less than 20 mm thick must additionally  

 be secured with dowels as well.

Building Boards

Botament BP

Flexible Superior Adhesive

Botament M21 Classic

Insulation rawplug

Botament Insulation rawplug

Multi-purpose Mortar

Botament M200

Joint reinforcement tape

Botament GS12

BEFORE
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Shower Cubicles

BOTAMENT BP BUILDING BOARDS

Application Possibilities

AFTER

 � Building boards of a minimum thickness of 

 20 mm ought to be used. 

 � The building boards are screwed to  

 the stud frame. 

 � For the composite waterproofing in wet rooms 

 use the flexible single component sealant  

 slurry Botament DF9 together with  

 the System Sealing Tape + Accessories  

 Botament SB78.

Building Boards

Botament BP

System Sealing Tape +

Accessories

Botament SB78

Standard insulation washers

Botament Standard insulation 

washers

Building Board  

Adhesive and Sealant

Botament MS6

BEFORE
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AFTER

BEFORE

Building Boards

Botament BP

Flexible Superior Adhesive

Botament M21 Classic

Toilet Cladding Set

Botament WC-Set

Standard insulation washers

Botament Standard insulation 

washers

Building Board  

Adhesive and Sealant

Botament MS6

 � Wall-mounted toilets of just about any shape  

 and size can be concealed. 

 � The building boards are screwed onto the  

 stud frame. 

 � Use the tile adhesive M21 Classic to install and 

 plaster over the reinforcing fabric tape GS12 at 

 joints and corners. 

 � The boards can be adhered to the substrate  

 with MS6.

BOTAMENT BP BUILDING BOARDS

Application Possibilities

System for Concealed Cisterns
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AFTER

BEFORE

Angle unit pipe cladding

Botament RK

Flexible Superior Adhesive

Botament M21 Classic

Building Board  

Adhesive and Sealant

Botament MS6

 � Determine how long the Botament angle unit  

 needs to be and cut to size. 

 � Apply Botament M21 Classic in pyramid-style onto 

 both edges of the Botament RK cladding unit and 

 fix it to the wall by pressing firmly into place. 

 � Use a spirit level to make sure both sides are level. 

 Remove any excess adhesive. 

 � Tiles can be fitted to the cladding without the need 

 for any priming!

Cladding Pipes

BOTAMENT BP BUILDING BOARDS

Application Possibilities
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AFTER

 � For concealed lighting we recommend using 

 LED lights. 

 � Avoid lights that emit heat. 

 � In dry areas, joints/seams should be reinforced  

 using the joint reinforcement tape Botament GS12,  

 which is fixed in place with the tile adhesive  

 Botament M21 Classic.

BEFORE

Building Boards

Botament BP

Angle unit pipe cladding

Botament RK

Standard insulation washers

Botament Standard insulation 

washers

Joint reinforcement tape

Botament GS12

BOTAMENT BP BUILDING BOARDS

Application Possibilities

Concealed Lighting
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AFTER

 � When building shelves you may either use two 

 angle units of Botament RK or one RK-U unit. 

 � Shelves that are to home heavier loads may require 

 an additional support structure. 

 � For the waterproofing use the single component 

 Sealant Slurry Botament MD1 Speed together  

 with the Sealant Tape & Accessories system  

 Botament SB78. 

 � Apply the reinforcement tape Botament GS12 to 

 joints and corners and bond into place using the  

 tile adhesive Botament M21 Classic.

BEFORE

Building Boards

Botament BP

Angle unit pipe cladding

Botament RK

Flexible Superior Adhesive

Botament M21 Classic

Building Board  

Adhesive and Sealant

Botament MS6

Building Shelves and Recesses

BOTAMENT BP BUILDING BOARDS

Application Possibilities
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AFTER

 � If necessary, treat the surface with Deep Action 

 Primer Botament D11. 

 � Use boards that are at least 10 mm thick and lay  

 them in an offset pattern across the entire area. 

 � Botament Building Boards provide a safe substrate 

 for the subsequent tiling.

BEFORE

Building Boards

Botament BP

Deep Action Primer

Botament D11

Building Boards

Botament D1 Speed

BOTAMENT BP BUILDING BOARDS

Application Possibilities

Walk-in Showers

Sealing Membrane (roll on or use trowel) + 

System Sealing Tape & Accessories

Botament DF9 S/R + SB78
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AFTER

 � Cut the Botament BP Building Boards down to the 

 desired shape and size and create your very own 

 wash stand designs and bathroom furniture. 

 � Screw the building boards to the studding. 

 � Shelves that are to home heavier loads may require 

 an additional support structure. 

 � Apply the reinforcement tape Botament GS12 to 

 joints and corners and bond into place using the  

 tile adhesive Botament M21 Classic.

BEFORE

Building Boards

Botament BP

Building Board  

Adhesive and Sealant

Botament MS6

Joint reinforcement tape

Botament GS12

BOTAMENT BP BUILDING BOARDS

Application Possibilities

Wash Stand Designs
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BOTAMENT BP BUILDING BOARDS

Application Possibilities

AFTER

 � For raised platforms building boards with a  

 minimum thickness of at least 30 mm should be 

 used. The studs of the substructure shouldn’t be 

 further than 30 cm apart. 

 � Butt joints on the raised platform must always  

 be supported by struts. 

 � To fix the reinforcement mesh Botament GS12 to 

 butt joints and corners use Botament’s tile adhesive 

 Botament M21 Classic.

BEFORE

Building Boards

Botament BP

Angle unit pipe cladding

Botament RK

Flexboard

Botament FP

Flexible Superior Adhesive

Botament M21 Classic

Building Board  

Adhesive and Sealant

Botament MS6

Joint reinforcement tape

Botament GS12

Raised Platforms and Round Shapes
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BOTAMENT BP BUILDING BOARDS

Application Possibilities

WE Bath Cladding
[long side]]

WE Bath Cladding
[end face]

AFTER

 � No additional reinforcement is needed for  

 the cladding. 

 � Use Botament FP Flexboard to create round  

 cladding shapes. 

 � Apply Botament S5 Supax Sanitary Silicone to  

 seal along the top edge

BEFORE

Building Board  

Adhesive and Sealant

Botament MS6

Bath Cladding

Botament WE

Bathtub Cladding
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BOTAMENT SHOWER TRAY

With Water LD

New Construction, Renovation, Refurbishment of Old Buildings – There are no Limits with Botament WATER LD

Floor-level, walk-in shower - a major topic and one for which Bota-

ment has made a name for itself as a leading German supplier of 

systems to seal wet spaces with the highest-quality products. 

As a supplier of complete systems for bathrooms and wet spaces, 

Botament has been producing its own high-quality building board 

products and innovative construction chemicals, developed on site, 

for decades. Contractors, builders and planners benefit from sys-

tems perfectly attuned to one another. The systems all meet the 

requirements stipulated by DIN 18534.

We offer the perfect solution with our stainless steel drain Water LD.

Botament Water LD Line Drainage and M54 FM Rapid Screed Ready-to-use Mortar

 � Ready for covering after 24 hours

 � Strongly hydrophobic  

 (high protection against moisture  

 penetration from the rear) 

 � Suitable for use indoors and outdoors

 � Ready-to-use mortar, no need  

 to mix with sand 

 � Long working time 

Two that perfectly complement one another!

Wetroom-accessible Showers
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Made completely 

of stainless steel

Factory-mounted 

sealing sleeve

Reversible stainless steel cover

(cover can be tiled)

Stainless steel with five 

height settings

Integrated 

scraper edge

Secondary 

drainage level

The New Generation 

of Stainless Steel Line Drainage 

Botament WATER LD

 �  Made completely of stainless steel

 �  Component height DN40 63 mm | DN50 76 mm

 �  Secondary draining level

 �  Factory-mounted sealing sleeve

 �  Reversible stainless steel cover

 �  Simple height adjustment with XPS supports

 �  Integrated scraper edge

 �  Stainless steel with five height settings

 �  Drainage capacity DN40 36 l/min | DN50 51 l/min.

 �  Backwater level DN40 25 mm | DN50 30 mm

 �  Many sizes available as standard

 �  Can be installed close to the wall

Meets the 

requirements

of DIN 18534
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BOTAMENT SHOWER TRAY WITH WATER LD

Practical Applications

Adhere the RS Wall Insulation Strip to the wall.

Use the optional TE Plus Footfall Sound and Decoupling Mat 

(pursuant to sound insulation guidelines).

Align the drain.

Connect the optional flex hose.

Put the drain in place and make all connections.  

Use MS6 Multifunctional Adhesive and Sealant to adhere the Wa-

ter LD to the XPS core.

Support the drain with M54 FM Rapid Screed Ready-to-use Mortar.

Check the installed line drainage for leakage.

Mix the M54 FM Rapid Screed Ready-to-use Mortar

Then check that the Water LD is properly aligned.

1

4

7

2

5

8

3

6

9

Connection and Installation of Botament Water LD

Practical Applications 

Botament Water LD with System Products 
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BOTAMENT SHOWER TRAY WITH WATER LD

Practical Applications

Form the screed levelling set with M54 FM Rapid Screed Ready-to-

use Mortar.

Seal the factory-mounted SB78 Sealing Sleeve in M21 Classic Flexible 

Superior Adhesive, M21 HP Premium Flexible Adhesive or M21 HP Speed 

Premium Flexible Rapid Adhesive.

Lay the AE Sealing and Decoupling Membrane with M21 Classic, M21 

HP Premium Flexible Rapid Adhesive or M21 HP Speed along the wall.

Make the screed with M54 FM.

Put SB78 for inside corners in M21 Classic Flexible Superior Adhesive, 

M 21HP Premium Flexible Adhesive or M21 HP Speed Premium 

Flexible Rapid Adhesive. 

Lay the AE membrane on the floor.

Abrade the screen surface.

Work the SB78 Sealing Tape into the M21 Classic, 

M21 HP Premium Flexible Rapid Adhesive or M21 HP Speed.

Shower is completely sealed.

1

4

7

2

5

8

3

6

9

Setting up and Sealing Shower
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FLOOR-LEVEL SHOWER TRAYS 

Botament DB Shower Trays

Botament DB Shower Trays 
Attractive design, high-performance functionality and flexible, bespoke fitting!

Ready-made with integrated

gradient; ready to be

tiled immediately

Dimensionally stable

Light in weight and

easy to handle

Fast and simple

installation

Mould resistant

Flexible fitting - can

be customised to

suit site conditions

Especially robust and

durable surface structure

100% waterproof

Available in many

different sizes

Floor-level, walk-in

shower tray

Accessible to

wheelchair users

Point Drain Linear Drain

waterproof coating

fibreglass mesh

XPS foam

cement-based

coating

technisch 
überlegene 

Beschichtung

Botament Shower Tray Surface Coating

 � Functionality and safety are vital when it comes to floor-level shower systems.

 � Botament Shower Trays have been specially designed for heavily frequented wetrooms. They are one of the most 

 reliable and most innovative products available today.

 � Botament’s coatings are cutting edge technology and are the basis for creating convenient and reliable wetroom  

 systems. The devil lies in the coating detail!

Key Benefits: Botament Shower Trays have a built-in gradient, are level with the floor 

and are therefore barrier-free. Here beautiful design meets powerful func-

tionality, meets installation that can be customised to suit bespoke designs!
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25

BOTAMENT

MULTISTAR

BOTAMENT 

M29 HP

BOTAMENT 

BUILDING

BOARDS

BOTAMENT 

SHOWER TRAY WITH  

LD SHOWER TRAY LINE 

DRAINAGE

BOTAMENT 

M21 CLASSIC

Building Boards

ETAG 022
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Drains and Covers

Drainage systems and quality drain channels/

covers are available upon request.

 � Thanks to its integral flow-off technolgoy, Botament  

 Shower Trays are the ideal solution for your bathroom 

 renovation.

Linear Drain with top quality

stainless steel channel

Botament LEP

Drains and Covers

Botament BA-L

Sealing Membrane (roll on or use trowel) + 

System Sealing Tape & Accessories

Botament DF9 S/R + SB78

BOTAMENT SHOWER TRAYS

Application Possibilities

Floor-level showers with linear drains
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Drains and Covers

Drainage systems and quality drain channels/

covers are available upon request.

 �  With Botament BP Building Boards,  

 creating showers becomes childplay!

Shower Trays C

Botament DUB C

Shower Trays O 

Botament DUB O

Floor-level showers with point drains

BOTAMENT SHOWER TRAYS

Application Possibilities

Sealing Membrane (roll on or use trowel) + 

System Sealing Tape & Accessories

Botament DF9 S/R + SB78
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BOTAMENT DB SHOWER TRAY

With TE Plus

Footfall sound insulation for your project!

Our shower tray systems with linear or point drainage are cer-

tified in conjunction with the Botament TE Plus Footfall Sound 

and Decoupling Mat.  Botament TE Plus is available in several 

different sizes.  

Botament TE Plus and 
Shower Tray Systems 

Botament TE 

Footfall Sound and Decoupling Mat

Our profiled mat made of PUR foam used 

to diminish footfall sound as well as for de-

coupling structure-borne noise.

 � Footfall sound diminution about 35 dB

 � Diminishes structure-borne noise

 � Quick and easy laying
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BOTAMENT DB SHOWER TRAY

With TE Plus

1. Botament TE Plus

2. PE film

3. Cement screed

4. Botament 

M21 Classic

5. Tiles

6. Botament RS

1. Botament TE Plus

2. PE film

3. Cement screed

4. Botament 

M21 Classic

5. Tiles

6. Botament RSBotament DUB Shower Tray 40 mm

 Concrete slab

 Concrete slab

Botament LD Shower Tray 30 mm

Product Assembly Sound insulation

Botament 
DUB Shower Tray

1. Botament TE Plus Footfall Sound and Decoupling Mat 

2. PE film

3. Cement screed 

4. Botament M21 Classic Flexible Superior Adhesive

5. Tiles

6. Botament RS Wall Insulation Strip

Impact sound reduction  = 

35 dB

Product Assembly Sound insulation

Botament 
LD Shower Tray

1. Botament TE Plus Footfall Sound and Decoupling Mat 

2. PE film

3. Cement screed 

4. Botament M21 Classic Flexible Superior Adhesive

5. Tiles

6. Botament RS Wall Insulation Strip

Impact sound reduction = 

34 dB



30 

B
P

 B
u

ild
in

g
 B

o
ar

d
S

h
ow

er
 T

ra
y

 w
ith

 W
at

er
 L

D
S

h
ow

er
 T

ra
y

  
P

ro
d

u
ct

 o
v

e
rv

ie
w

P
ro

d
u

ct
 o

ve
rv

ie
w

S
h

ow
er

 T
ra

y
  w

ith
 T

E
 P

lu
s

Consumption

-

Consumption

-

Consumption

-

Botament BP 

Building Board

Botament RK 

Pipe Cladding

Botament RK-U 

Pipe Cladding

SOLUTIONS FOR WET SPACES

(NFL)

Product description

BP Building board is a versatile lightweight and watertight carrier board can 

be used to be tiled, rendered or receive other coverings. It is made of rigid 

polystyrene foam. Lightweight, great insulation and quality cement-based 

coating.

Benefits 

 � Simple and economic fitting

 � Serves as additional insulation

 � Stable and pressure-tight

 � Low weight

 � Watertight in accordance with ETAG 022

Product description

RK Angle Unit Pipe Cladding is an L-shaped element used for cladding 

pipes, which can be tiled. It is lightweight and excellent for fast and simple 

pipe cladding.

Benefits 

 � Fast and economical fitting

 � Additional insulation

 � Stable and pressure-tight

 � Lightweight

 � Watertight in accordance with ETAG 022

Product description

RK-U Pipe Cladding Prefabricated u-shaped box cladding element used 

to fit tiles. Lightweight and great for the fast, simple and clean cladding of 

pipes.

Benefits 

 � Fast and economical fitting

 � Additional insulation

 � Stable and pressure-tight

 � Lightweight

 � Watertight in accordance with ETAG 022

Name Packaging Unit (L x W x D) Unit / Orders Pallet Order

Botament RK 15 x 15  2600 x 150 x 150 mm (20 mm) 1 64

Botament RK 20 x 20 2600 x 200 x 200 mm (20 mm) 1 40

Botament RK 30 x 30 2600 x 300 x 300 mm (20 mm) 1 40

Botament RK 20 x 40 2600 x 400 x 200 mm (20 mm) 1 40

Name Packaging Unit (L x W x D) Unit / Orders Pallet Order

Botament RK-U S20   1200 x 80 x 120 x 80 mm (20 mm) 1  80

8 x 12 x 8    

Botament RK 30 x 30 1200 x 200 x 200 x 200 mm (20 mm) 1  40

20 x 20 x 20    

Name Packaging Unit 
(L x W x D)

Packaging 
Unit / Order

Pallet 
Order

Packaging Unit 
(L x W x D)

Packaging
Unit / Orders

Pallet
Order

Mini
Pall.  O.

Botament BP 1200 x 600 mm (4 mm) 1 120 1200 x 600 mm (40 mm) 1 20

1200 x 600 mm (4 mm) 1 60 1200 x 600 mm (50 mm) 1 18

 1200 x 600 mm (6 mm) 1 65 2600 x 600 mm (10 mm) 1 50 25

 1200 x 600 mm (10 mm) 1 80 2600 x 600 mm (20 mm) 1 50 25

1200 x 600 mm (12,5 mm) 1 65 2600 x 600 mm (30 mm) 1 36 18

1200 x 600 mm (20 mm) 1 40 2600 x 600 mm (40 mm) 1 36 13

1200 x 600 mm (30 mm) 1 30 2600 x 600 mm (50 mm) 1 26 13

ETAG 022

ETAG 022

ETAG 022
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Consumption

-

Consumption

-

Consumption

-

Botament FP 

Flex Board

Botament WE 

Bath panel

Botament WC-Set 

Toilet Cladding Set

SOLUTIONS FOR WET SPACES

(NFL)

Product description

FP Flex Board is a flexible extruded polystyrene tile backer board for crea-

ting rounded shapes and structures.

Benefits 

 � Flexible, allows creating bespoke shapes  

 � Additional insulation

 � Stable and pressure-tight

 � Lightweight

 � Watertight in accordance with ETAG 022 

Product description

WE Bath Cladding is a pre-cut, waterproof bathtub tile backer board for 

easy and fast installation.

Benefits 

 � Adjustable feet make it possible to easily adjust  

 uneven screeds / raw concrete floors 

 � Additional insulation 

 � Stable and pressure-tight

 � Lightweight

 � Watertight in accordance with ETAG 022 

Product description

The Botament WC Set is a pre-fabricated element for

cladding wall-mounted toilets, featuring integrated reinforcement points. It 

is ideal for bathroom renovations as it may be fitted onto almost any stable 

substrate there is.

Benefits 

 � Complete WC Set for wall-mounted toilets

 � Rapid installation thanks to prefabricated elements

 � Extremely stable thanks to integrated  

 reinforcement  points 

 � Flexible design options

 � Watertight in accordance with ETAG 022 

Name Packaging Unit (L x B x T) Unit / Order Pallet Order

Botament WE Bath Cladding (Front)   760 x 600 mm (30 mm) 1 30

Botament WE Bath Cladding (Side) 1800 x 600 mm (30 mm) 1 30

Botament WE Bath Cladding (Side) 2100 x 600 mm (30 mm) 1 30

Name  Packaging Unit (L x W x D) Unit / Order Pallet Order

WC-Set „Standard“ WC-Set „Maxi“  

Botament WC-Set 1 x Front panel 1 x Front panel: 1 20

1200 x 600 x 20 mm 1200 x 1200 x 20 mm  

3 x Side panel:  3 20

200 x 600 x 20 mm  

20 x fitting washers

20 metal screws,

self-drilling

Name Packaging Unit (L x W x D) Unit / Order Pallet Order

Botament FP Flex Board 1200 x 600 mm (20 mm) 1  30

W
E 

B
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h
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d

d
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g
 

(F
ro

n
t)

 

WE Bath Cladding 
(Side) 

ETAG 022

ETAG 022

ETAG 022
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Consumption

-

Consumption

-

Consumption

-

Botament DUB 

Shower Tray Point Drainage

Botament LD 

Shower Tray Line Drainage

Botament LD-I Pro 

Shower Tray Line Drainage

Product description

DUB Shower Tray is a floor-level, barrier-free, extruded

polystyrene walk-in shower tray with superior waterproof coating for new 

build and renovation.

Benefits 

 � Quality cover made from stainless steel 

 � Just 40 mm shower drain board thickness

 � Frame adjustable from 6 to 36 mm

 � System-tested in accordance with ETAG 022 

Product description

LD Line Drainage is a floor-level, barrier-free shower drain board with 

bilateral gradient in superb stainless steel quality with reversible stainless 

steel cover.

Benefits 

 � Technically superior coating

 � Just 30/40 mm shower drain board thickness

 � Bilateral drainage level

 � Frame height-adjustable from 7 to18 mm 

 � System-tested in accordance with ETAG 022

Name Packaging Units(L x W x D) Unit / Order Pallet Order

Botament DUB C 900 x 900   900 x 900 mm (40 mm) 1 20

Botament DUB C 1000 x1000 1000 x 1000 mm (40 mm) 1 20

Botament DUB C 1200 x1200 1200 x 1200 mm (40 mm) 1 20

Botament DUB C 1200 x 900 1200 x 900 mm (40 mm) 1 20

Botament DUB C 1400 x 900 1400 x 900 mm (40 mm) 1 20

Botament DUB C 1500 x 1500 1500 x 1500 mm (40 mm) 1 20

Botament DUB O 900 x 900   900 x 900 mm (40 mm) 1 20

Botament DUB O 1000 x 1000 1000 x 1000 mm (40 mm) 1 20

Botament DUB O 1200 x 900 1200 x 900 mm (40 mm) 1 20

Botament DUB O 1200 x 1200 1200 x 1200 mm (40 mm) 1 20

Botament DUB O 1800 x 900 1800 x 900 mm (40 mm) 1 20

 

Name Packaging Unit (L x W x D) Unit / Order Pallet Order

Botament LD 900 x 900   900 x 900 mm (30 mm) 1 10

Botament LD 1000 x 1000 1000 x 1000 mm (30 mm) 1 10

Botament LD 1200 x 900 1200 x 900 mm (40 mm) 1 10

Botament LD 1200 x 1000 1200 x 1000 mm (40 mm) 1 10

Botament LD 1800 x 900 1800 x 900 mm (40 mm) 1 10

Botament LD XXL 1800 x 1200 1800 x 1200 mm (40 mm) 1 10

Name Packaging Unit (L x W x D) Unit / Order Pallet Order

Botament LD-I Pro 900 x 900   900 x 900 mm (75 mm) 1 10

Botament LD-I Pro 1200 x 800 1200 x 800 mm (78 mm) 1 10

Botament LID-I Pro 1200 x 900 1200 x 900 mm (78mm) 1 10

Botament LD-I Pro 1200 x 1000 1200 x 1000 mm (90 mm) 1 10

Central 
Drain (DUB C)

SOLUTIONS FOR WET SPACES

(NFL)

Product description

LD-I Pro Shower Board is a floor-level shower element with linear drainage 

and one-sided gradient that can receive tiles immediately on top.

LD-I Pro is a shower board with a completely integrated drainage system.

It is suitable for installation in new buildings as well as for refurbishments  

and has been tested in accordance with ETAG 022-3.

Benefits 

 � Drainage channel made completely from 

 � stainless steel

 � Secondary drainage level

 � Just 75 / 78 mm shower board thickness

 � Completely integrated drainage system

 � Frame 5-times height-adjustable

Drain can be off-set

to the side (DUB O)

ETAG 022

ETAG 022

ETAG 022
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Consumption

-

Consumption

-

Consumption

-

Consumption

-

Botament Water LD 

Line Drainage

Botament TE Plus

Sound Attenuation and Decoupling Membrane

Botament BA-L

Floor Line Drainage

Botament BA-P

Floor Point Drainage

Product description

Water LD is a linear drainage channel made from stainless steel to be fitted 

into cement screeds. Water LD has a factory-mounted sealing sleeve to 

enable the perfect joining with the composite waterproofing system from 

BOTAMENT; it also features a second draining level to enable a systematic 

water drainage.

Benefits 

 � Completely made from stainless steel

 � Secondary drainage level

 � Factory-mounted sealing sleeve

 � Reversible stainless steel cover

 � Integrated screed smoothing edge

 � 5-times height-adjustable stainless steel frame

Product description

TE Plus is a grooved mat made from PUR foam for the reduction of footfall 

sound and the decoupling of impact sound. TE Plus is installed underneath 

protective layers (screeds) and is also installed in wet areas under Botament 

Showerboards

Benefits 

 � Footfall sound reduction of up to 35 dB

 � Reduces impact sound transmission

 � Fast and easy installation

Product description

BA-L Floor Drain is a set used for line drains with LD Shower Trays.

Benefits 

 � In combination with the shower tray 

 � minimal installation height

 � Innovative and secure fastening system 

Product description

BA-P is a point floor drain used in conjunction with PD

shower trays.

Benefits 

 � Height-adjustable frame to suit  

 different tile strengths/heights

Farbe Packaging Unit (L x W x D) Unit / Order Pallet Order

beige/brown 1000 x 1000 x 17/8 mm 30 Stk./ Pal.

 1000 x 2000 x 17/8 mm 30 Stk./ Pal.

Name Packaging Unit (L x W x D) Pallet Order

Botament Water LD Dimension line drainage (length): 700, 800, 900, 1000 mm  21

 Width: 113 mm

Botament Water LD /50 Dimension line drainage (length): 700, 800, 900, 1000 mm  21

Name Packaging Unit (L x W x D) Unit / Order Pallet Order

Botament BA-L H35 Horizontal DN 50 / Siphon 35 mm 1 -

Botament BA-L H50 Horizontal DN 50 / Siphon 50 mm 1

Botament BA-L V50 Vertical DN 50/75 / Siphon 50 mm 1

Name Packaging Unit (L x W x D) Unit / Order Pallet Order

Botament BA-P V50   Vertical DN 50 1 69

Botament BA-P H50 Horizontal DN 50 1 68

Botament BA-P H40 Horizontal DN 40 1 69

Fire Protection Element Vertical DN 50 1 69

SOLUTIONS FOR WET SPACES

(NFL)

Custom sizes available upon request
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Consumption

-

Consumption

-

Botament PR

Gradient Profile

Botament GS12 

Reinforcement Mesh

Product description

PR Gradient Profiles with matching slope, enable a technically and visually 

perfect finish. Wedge-type profiles made from V2A stainless steel  match 

the Botament LD Shower Tray.

Benefits 

 � Brushed stainless steel that matches the 

Product description

GS12 is a self-adhesive, fibre-glass reinforced mesh for sealing joints. It is 

used to cover and reinforce butt joints and cladding from the Botament 

building board range.

Benefits 

 � To cover BP Building Board butt joints

 � High alkaline resistance

 � High tear resistance

 � Easy to cut and apply

Name Packaging Units (L x W x D) Unit / Order

Botament PR 1000, Gradient Profile Floor, right-hand profile 1000 x 10 mm 1000 x 12 mm 1

Botament PR 1000, Gradient Profile Floor, left-hand profile 1000 x 10 mm 1000 x 12 mm 1

Botament PR 1200, Gradient Profile Floor, right-hand profile 1200 x 10 mm 1200 x 12 mm 1

Botament PR 1200, Gradient Profile Floor, left-hand profile 1200 x 10 mm 1200 x 12 mm 1

Botament PR 1800, Gradient Profile Floor, right-hand profile 1800 x 10 mm 1800 x 12 mm 1

Botament PR 1800, Gradient Profile Floor, left-hand profile 1800 x 10 mm 1800 x 12 mm 1

Botament PR 1000, Gradient Profile Wall, right-hand profile 1000 x 10 mm 1000 x 12 mm 1

Botament PR 1000, Gradient Profile Wall, left-hand profile 1000 x 10 mm 1000 x 12 mm 1

Botament PR 1200, Gradient Profile Wall, right-hand profile 1200 x 10 mm 1200 x 12 mm 1

Botament PR 1200, Gradient Profile Wall, left-hand profiles 1200 x 10 mm 1200 x 12 mm 1

Botament PR 1800, Gradient Profile Wall, right-hand profile 1800 x 10 mm 1800 x 12 mm 1

Botament PR 1800, Gradient Profile Wall, left-hand profile 1800 x 10 mm 1800 x 12 mm 1

Colour Packaging Unit (L x W x D) Unit / Order Pallet Order

grey 20 x 0.10 m 20 m- roll / 12 rolls per box  

SOLUTIONS FOR WET SPACES

(NFL)
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Consumption

-

Consumption

-

Consumption

-

Botament MS6 

Building Board Adhesive and Sealant

Botament  

Special Impact Dowel

Botament  

Insulation Board Disks

Product description

MS6 is a flexible, humidity-hardening adhesive and sealant for bonding and 

sealing BP building boards.

MS 6 is compatible with building parts made of wood, various metals and 

plastics, plus mineral materials used in construction.  MS 6 is approved for 

use with BP building boards in accordance with ETAG 022-3.

Benefits 

 � Flexible

 � Low shrinkage

 � High chemical resistance

 � Excellent adhesion

 � Neutrally cross-linking

Product description

Botament special impact dowels are ideal for  fixing  the botament buil-

ding boards and for holding them in place. They are made of high-quality, 

shock-absorbent plastic.

Benefits 

 � Guarantees a secure hold

 � Easy to use 

Product description

Botament insulation board disks are ideal for screwing  down and holding in 

place building boards that make up a sub structure.  They ensure an even 

contact pressure  which in turn ensures stable positioning. 

Benefits 

 � Guarantees a secure hold

 � Easy to use

Colour Packaging Unit Unit / Order Pallet Order

 silver 90 mm 50 units per box  

Colour Packaging Unit Unit / Order Pallet Order

galvanised 100 units per box - -

Colour Packaging Unit Unit /Order Pallet Order

grey 310 ml plastic cartridge  12 units per box  

SOLUTIONS FOR WET SPACES

(NFL)

ETAG 022
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SOLUTIONS FOR WET SPACES

(NFL)

Product description 

D1 Speed is a rapidly drying, multi-functional primer to prepare absorbent 

and non-absorbent substrate for subsequent application of tile adhesive, 

levelling compound, render or paint coats in both interior and exterior areas. 

Benefits 

 � Fast drying

 � Can be diluted 1:2 with water 

 � For absorbent and non-absorbent substrates 

 � Grippy surface structure

 � Can be rolled or painted on

Colour Packaging Unit Unit / Orders Pallet Order

blue     1 kg plastic bottle     6 x 1 kg   300 x 1 kg

    5 kg plastic bucket     1 x 5 kg     54 x 5 kg

  10 kg plastic bucket   1 x 10 kg     32 x 10 kg

Product description 

D11 is a primer for preparing absorbent substrates to make these fit to re-

ceive subsequent tile adhesives, fillers, renders or paint - suitable for both 

interior and exterior areas. 

Benefits 

 � Can be diluted 1 : 1  

 � Dries really fast

 � Improves adhesion

 � Can be rolled or painted on

 � Reduces absorbency

Colour Packaging Unit Unit / Orders: Pallet Order

red       1 l plastic bottle     6 x 1 l   198 x 1 l

     5 l plastic pot     1 x 5 l     64 x 5 l

   10 l plastic pot   1 x 10 l   40 x 10 l

200 l barrel 1 x 200 l

Consumption

approx. 50 -100 g/m²

Consumption

approx. 60 -100 ml/m2

Botament D1 Speed 
Rapid, multi-functional primer

Botament D11 

Deep Action Primer

PREMIUM

2 in 1
PRODUCT

Product description 

M200 Multi-mortar is a single-component, hydraulically hardening mortar, 

suitable for a broad range of applications. It is, for instance, suitable for the 

levelling of substrates in interior and exterior areas, for closing gaps in walls 

and floors, and for bonding tiles and floor panels.

Benefits 

 �  For layer thicknesses of 2 to 30 mm

 �  Exceptional stability and great adhesion

 �  Tested in accordance with EN 12004, C1 T as a  

 tile adhesive

 �  Can be extended adding sand to 50 mm

 �  Early load capacity

Colour Packaging Unit Unit / Orders Pallet Order

grey   5 kg plastic bucket 1 x 5 kg  33 x 5 kg

25 kg paper bag 1 x 25 kg 40 x 25 kg

Botament M200 

Multi-Mortar

Consumption

approx. 1.3 kg/m²/mm

Hightech

SPEED
System

Hightech

SPEED
System

geprüft nach

C1 T
EN 12004
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SOLUTIONS FOR WET SPACES

(NFL)

Product description 

SB78 is a diagonally elastic sealing tape suitable for sealing butt and corner 

joints in interior and exterior wet spaces. It can be used in combination with 

BOTAMENT‘s waterproof sealant systems or with BOTAMENT‘s reactive 

sealant RD2 The Green 1.

Benefits 

 � Highly elastic

 � For wet rooms, balconies and terraces

 � Highly tear-proo

Colour Packaging Unit Unit / Orders Pallet Order

blue 50 m roll (12 cm width) 1 x 50 m roll -

 inside corner 10 units  

outer corner 10 units

Sealing Sleeve 120 x 120 mm 25 units

425 x 425 mm 10 units

Consumption

-

Botament SB78 

System Sealing Tape + Accessories

Product description 

M21 Classic is a flexible thin-bed adhesive for the fitting of almost all 

ceramic wall and floor coverings in interior and exterior areas. 

Benefits  

 � Flexible

 � Highly stable

 � For underfloor heating 

 � For tile on tile laying

 � Long correction and open time 

Colour Packaging Unit Unit / Orders Pallet Order

grey    5 kg paper bag 4 x 5 kg   96 x 5 kg

 25 kg paper bag 1 x 25 kg 40 x 25 kg

Consumption

Thin-bed 6 mm-trowel notch: 

approx.  2.4 kg/m2  

Pourable-bed 8 mm-trowel 

notch: approx.  3.2 kg/m2

10 mm-trowel notch: 

approx. 3.8 kg/m2

Botament M21 Classic 

Flexible Superior Adhesive C2 TE

 � Now up to 10 mm adhesive bed thickness

Product description 

DF9 is a crack-bridging composite sealant used under tiles in interior areas. 

DF9 is approved in accordance with EN 14891.

Benefits 

 � Highly elastic

 � Open to vapour diffusion

 � Solvent-free

 � Can be rolled or trowelled on

Colour Packaging Unit Unit / Orders Pallet Order

Can be trowelled on 12 kg plastic bucket 1 x 12 kg 30 x 12 kg 

grey 21 kg plastic bucket 1 x 21 kg 16 x 21 kg

Can be rolled on   5 kg plastic bucket   1 x 5 kg   54 x 5 kg

grey 12 kg plastic bucket 1 x 12 kg 30 x 12 kg

21 kg Kplastic bucket 1 x 21 kg 16 x 21 kg

Can be trowelled on

light grey 21 kg plastic bucket 1 x 21 kg 16 x 21 kg

Can be rolled on

light grey 21 kg plastic bucket 1 x 21 kg 16 x 21 kg

Consumption

approx. 1.2 kg/m2 

Botament DF9 S/R 

Sealing Membrane (roll on or use trowel)

ETAG 022

geprüft nach

C2 TE
EN 12004ETAG 022
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Shower Tray LD 900 x 900 x 30 mm

Shower Tray LD 1800 x 900 x 30 mm
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TECHNICAL DRAWINGS

Shower Tray-System
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Shower Tray LD 1400 x 900 x 40 mm

Shower Tray LD-I 900 x 900 x 79 mm
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Shower Tray LD-I 1200 x 900 x 79 mm

Shower Tray LD-I  1200 x 1000 x 79 mm
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Shower Tray LD  1000 x 1000 x 30 mm

Shower Tray LD  1200 x 900 x 30 mm
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Shower Tray DUB C 900 x 900 x 30 mm
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TECHNICAL DRAWINGS

Shower Tray-System
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Shower Tray DUB C 1000 x 1000 x 40 mm
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Shower Tray DUB C 1200 x 900 x 40 mm
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Shower Tray DUB C 1800 x 900 x 40 mm

B
P

 B
u

ild
in

g
 B

o
ar

d
S

h
ow

er
 T

ra
y

 w
ith

 W
at

er
 L

D
S

h
ow

er
 T

ra
y

   
P

ro
d

u
ct

 o
ve

rv
ie

w
T

e
ch

n
ic

a
l d

ra
w

in
g

s
S

h
ow

er
 T

ra
y

  w
ith

 T
E

 P
lu

s

TECHNICAL DRAWINGS

Shower Tray-System



46 

Shower Tray DUB C  1200 x 1200 x 40 mm
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Shower Tray DUB C 1400 x 900 x 40 mm
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Shower Tray DUB O 1800 x 900 x 40 mm
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Shower Tray DUB O 1400 x 900 x 40 mm
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TECHNICAL DRAWINGS

Shower Tray-System

Shower Tray DUB O 1000 x 1600 x 40 mm
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TECHNICAL DRAWINGS

Shower Tray-System

Shower Tray DUB O 1000 x 1000 x 40 mm
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TECHNICAL DRAWINGS

Shower Tray-System

Shower Tray DUB O 1200 x 1200 x 40 mm
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Up-to-date technical datasheets, brochures and product information are available for download on our website: www.botament.com 

Applicable to Ireland: The information provided is intended to describe the products. It is based on our experience and is made to the best of our knowledge, but is non-binding. All instructions must be adapted to suit respective building projects,  

application purpose and the specific local conditions on site. Given these preconditions, we shall be liable for the accuracy of the information given as outlined in our sales and delivery terms and conditions. Recommendations by our employees 

that deviate from this information are only binding for us if they have been confirmed in writing. In order to achieve optimal results, we recommend carrying out a test in-situ prior to application. In any case, the generally accepted technical rules 

must be adhered to. Deliveries from 1.000 Euro net are delivered free of charge to your door. Deliveries below these thresholds are subject to a delivery charge.

This PRODUCT PORTFOLIO is the 1st Edition 2021 and replaces all previous Product Portfolios.

 � Customer Services Ireland 

 Tel +353 (42) 97 51 520

 Fax +353 (42) 97 49 361

 � Head Office Germany 
 Tel +49 (0)20 41 101 90

 Fax  +49 (0)20 41 101 98 7

 Email info@botament.de

Edward Wilson
Technical Sales

m. +353 87/2 55 61 95  

edward.wilson@mc-buildingchemicals.ie  

Fergal McGrath
Technical Sales

m.  +353 87/6 53 47 22   

fergal.mcgrath@mc-buildingchemicals.ie  

Cathriona Greene
Customer Services 

tel. +353 42/9 75 15 22

cathriona.greene@mc-buildingchemicals.ie  
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Botament GmbH  

Am Kruppwald 1 

D-46238 Bottrop

T +49 (0) 20 41 / 10 19 0 

F +49 (0) 20 41 / 10 19 87

info@botament.de 

www.botament.de

MC Building Chemicals Mueller and Partners

Killycard, Castleblayney A75 VW11

Co. Monaghan

T +353 42 / 9 75 15 20 

F +353 42 / 9 74 62 22

www.botament.com

A company of the  

MC-Bauchemie Group


